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PROPOSED VIDEOQ
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me=Ppr R, INSTALL 3 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT - SLOTTED.

CONSTRUCTION DETAILS

INSTALL HANDHOLE.

mmoom»

H. USE EXISTING CONDUIT.

1. USE EXISTING HANDHOLE.
J. REMOVE EXISTING HANDHOLE.

K. REMOVE EXISTING TRAFFIC SIGNAL HEAD.
L. REMOVE EXISTING OVERHEAD SIGN.

M. ABANDON EXISTING CONDUIT.

N. ABANDON EXISTING LOOP DETECTOR. |
0. INSTALL VIDEQ DETECTION INTERFACE EQUIPMENT IN EXISTING CONTROLLER.

P. RELOCATE EXISTING OVERHEAD SIGN.

Q. INSTALL NON-INVASIVE PROBE SET WITH 500-FT. LEAD-IN CABLE. DO NOT GONNECT PROBE

SET IN CABINET AT THIS TIME.

EXISTING RIGHT

OF WAY LINE

INSTALL 3 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT - TRENCHED.
INSTALL 3 IN. PVC SGHEDULE 80 ELECTRICAL CONDUIT - BORED.
INSTALL 4 IN. PYC SCHEDULE 80 ELECTRICAL CONDUIT - BORED.

INSTALL VIDEO DETEGTION CAMERA ON EXISTING MAST ARM.
. INSTALL BLACK-FAGED, LED TRAFFIC SIGNAL HEAD ON EXISTING MAST ARM.

G. INSTALL NON-INVASIVE PROBE SET WITH 500-FT. LEAD-IN CABLE.
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NOTE:

FHASES ASSOCIATED BY A DASHED LINE WILL OPERATE COMNCURRENTLY,

FHASES ASSOCIATED BY A SCLID UNE WILL NOT OPERATE COMCURRENTLY.
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ELECTRIC CABLES SO
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GENERAL NOTES

NVS

1. VIDEO CAMERA LOCATION / ALIGNING SHALL BE COORDINATED WITH

THE SHA ENGINEER.

2. FOR FINAL PAVEMENT MARKINGS REFER TO THE PAVEMENT MARKING
PAVEMENT

PLANS.,

OTHER THAN THOSE DETAILED ON THE PLAN.

ALL

MARK INGS SHALL BE INSTALLED IN ACCORDANCE WITH MSHA

STANDARDS.

3. ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL BECOME THE

PROPERTY OF

THE SIGNAL CONTRACTOR UPON COMPLETION OF

THE NEW

SIGNAL. ALL EXISTING UNUSED CABLE SHALL BE REMOVED AND DISPOSED

OF BY THE CONTRACTOR.

4. THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL
SIGNAL CABLE TO THE APPROPRIATE TERMINALS AND PROPERLY LABEL

EACH CABLE.

5. THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTILITIES PRICR
TO INSTALLING PROPOSED SIGNAL EQUIPMENT.

CONFLICTS SHOULD ARISE THE CONTRACTOR SHALL

PROJECT ENGINEER.

6. THE CONTRACTOR SHALL VERIFY

TIEw LI T T hg l_‘

UL ll\'

INSTALLATION OF ALL SIGNAL EGUIF’MENT.

7. THE CONTRACTOR SHALL INCLUDE 20 LF OF SLACK
SIGNAL CABLE ALONG MD 30 FOR SHIFTING HEADS

8. THE PROPQOSED CONDUIT IN THE SE

" QUAD SHALL USE THE EXISTING

[ TN

THE POLE FOUNDATION. .
THE CONTRACTOR MUST COORDINATE
WITH D—-7 TRAFFIC TO MAINTAIN
TRAFFIC WHILE THE SIGNAL IS NOT
OPERATIONAL DURING THE SWITCH TO
THE NEW CABLES/SIGNAL HEADS.

9. THE PROPOSED 500—FT. LEAD-IN
CABLES FOR THE NON—INVASIVE
PROBES ALONG SB MD 30 SHALL NOT
BE CUT/REDUCED IN LENGTH.
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